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Drum Low Level Alarm™  
World’s easiest liquid level alarm for 
monitoring chemical drums and other 
containers. 

Product Description:  
 
The Model 960-2000 Drum Low Level Alarm™ is vital 
to any process that depends on chemicals pumped 
from drums or other small containers. Running dry is 
now an unnecessary maintenance nightmare. 
A well protected float switch turns on a highly visible 
flashing LED and loud warbling audible alarm when 
the level becomes low. An optional output relay al-
lows connection to a main alarm system. Since power 
is from a long lasting and replaceable lithium battery, 
set up is very easy, and power outage is not an issue. 
A cap keeps contaminants out of the container and a 
screen keeps debris out of the suction tube.  

Drum Low Level Alarm™  
Model 920-0105 

Available Options:  
 
1. Polypropylene wetted parts. 
2. Check valve at bottom of suction pipe. 
3. Adjustable depth mounting cap. 
4. Extra battery and plug for longer life. 
5. Relay output with 10’ cable and piggy back plug 

to control external devices 

Ordering Information:  
 
When ordering, please provide the following information: 
 
1. Size container: 55, 30, 15, 5, gals. Or custom. 
2. Standard PVC material or Polypropylene. 
3. Suction tube fitting size: ⅜, ½, ⅝ , ¾ 

Specifications:  
 
Power:  9V Lithium Battery (Replaceable) 
Material:   Corrosive resistant PVC plastic is 
  standard. Polypropylene is an option. 
Depth:  For container size 55, 30, 15, 5, gals 
Alarm switch:   Float switch inside housing. 
Alarm:    Bright LED and Audible Piezo. 
Suction Tube:   ½” PVC pipe with screen at bottom. 
  Optional check valve at bottom.  

Distributor:  

Features:  
 
• Always on duty! 

The suction tube is permanently attached to the 
alarm unit  

 
• Locate  it anywhere. 

No need for electrical power because it is powered 
with a long lasting lithium battery, and no power is 
used unless the alarm is set off. 

 
• Functional check is simple 

Just lift the unit out of the container to set ohh 
the alarm.  

Model 930-0105 for 5gal container shown 

™ Is a trade mark of Gizmo Engineering 


